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WHEEL WEIGHTS
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FLAT WASHER .J

EASY ON: (1)

(21

(3)

Thread SPACERS (if required) and FLAT WASHER on BOLT. Insert from inside
the top hole. Slide RUBBER RETAINER on BOLT snug against wheel.
lf valve stem is on outside of tire, check alignment and thread BOLT thru proper
hole as you lift and attach weight. Apply WASHERS and NUT. Hand tighten.
Insert bottom BOLT with proper SPACERS (NO RETAINER). Appty WASHERS
and NUT. Tighten both BOLTS firm but not too tight.

NorE: Use SPACERS as required when wheels are attached for narrow gage and 8"
BOLTS-alone--or 1/2." SPACERS for wide gage. When N]-ITS are tjghr, BOLT
THREADS should not protrude.

50 LB. & 75 LB. WHEEL WEIGHT HARDWARE SET
PARTS LIST
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112-13 x 8" HEX HEAD
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ITEM DESCRIPTION PART NO. OTY.
NO.

1 . 8" x 112" Hex Head Bolts 'l 3T/ln. 22001800 2 .65
2. 1 12" Hex Head Nuts 1 3T/tn. 25006900 2 .15
3. 112" Lock Washers 26003600 2 .Os
4. 1 12" Flat Washers 26003500 4 .Os
5. 5/8 O.D..x 1" Spacers 30070700 2 .08
6. 5/8 O.D. x 1 /2" Spacers 30070800 4 .05
7. 1" Rubber Retainer Rings 09013100 2 .Os
8. Attachment Instructions & Parts List 61 017700 1 .25
9. Bag, Poly, 8" x 12" x 6 M il. 54000300 1 .'l O

Complete Hardware Set 29036000 1 2.SO
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